
SFL Series
VIBRATORS : VIBRATEURS : VIBRATOREN

The single fl ange mounted SFL Series 

of vibrators is designed for use in circular 

sieves and fi nishing machines which 

require a horizontal circular motion.

The stator frame of the SFL has been 

designed for this specifi c type of mounting 

but many of the internal components are 

shared with the base mounted BLz Series.

Les vibrateurs à bride simple de la gamme 

SFL sont conçus pour être utilisés dans 

des tamis circulaires et des machines de 

fi nition qui requièrent un mouvement 

circulaire horizontal.

La carcasse du stator du SFL a été 

spécifi quement conçue pour ce type de 

montage, mais bon nombre de ses 

composants internes sont les mêmes que 

pour la gamme de vibrateurs à socle BLz.

Die Flansch-Vibratoren der SFL-Reihe 

eignen sich für den Einsatz bei 

Kreissieben und Feinmühlen, wo eine 

horizontale kreisförmige Bewegung 

erforderlich ist. 

Das Statorgehäuse der SFL-Reihe wurde 

für diese Montageart entwickelt: viele der 

internen Komponenten sind jedoch die 

gleichen wie bei den bodenmontierten 

Vibratoren der BLz-Reihe.
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SFL Series
VIBRATORS : VIBRATEURS : VIBRATOREN

The single fl ange mounted SFL Series 

of vibrators is designed for use in circular 

sieves and fi nishing machines which 

require a horizontal circular motion.

The stator frame of the SFL has been 

designed for this specifi c type of mounting 

but many of the internal components are 

shared with the base mounted BLz Series.

Les vibrateurs à bride simple de la gamme 

SFL sont conçus pour être utilisés dans 

des tamis circulaires et des machines de 

fi nition qui requièrent un mouvement 

circulaire horizontal.

La carcasse du stator du SFL a été 

spécifi quement conçue pour ce type de 

montage, mais bon nombre de ses 

composants internes sont les mêmes que 

pour la gamme de vibrateurs à socle BLz.

Die Flansch-Vibratoren der SFL-Reihe 

eignen sich für den Einsatz bei 

Kreissieben und Feinmühlen, wo eine 

horizontale kreisförmige Bewegung 

erforderlich ist. 

Das Statorgehäuse der SFL-Reihe wurde 

für diese Montageart entwickelt: viele der 

internen Komponenten sind jedoch die 

gleichen wie bei den bodenmontierten 

Vibratoren der BLz-Reihe.

4 POLE - 1440 / 1728 RPM - 50/60 HERTZ
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SFL Series
VIBRATORS : VIBRATEURS : VIBRATOREN

The single fl ange mounted SFL Series 

of vibrators is designed for use in circular 

sieves and fi nishing machines which 

require a horizontal circular motion.

The stator frame of the SFL has been 

designed for this specifi c type of mounting 

but many of the internal components are 

shared with the base mounted BLz Series.

Les vibrateurs à bride simple de la gamme 

SFL sont conçus pour être utilisés dans 

des tamis circulaires et des machines de 

fi nition qui requièrent un mouvement 

circulaire horizontal.

La carcasse du stator du SFL a été 

spécifi quement conçue pour ce type de 

montage, mais bon nombre de ses 

composants internes sont les mêmes que 

pour la gamme de vibrateurs à socle BLz.

Die Flansch-Vibratoren der SFL-Reihe 

eignen sich für den Einsatz bei 

Kreissieben und Feinmühlen, wo eine 

horizontale kreisförmige Bewegung 

erforderlich ist. 

Das Statorgehäuse der SFL-Reihe wurde 

für diese Montageart entwickelt: viele der 

internen Komponenten sind jedoch die 

gleichen wie bei den bodenmontierten 

Vibratoren der BLz-Reihe.

6 POLE - 960 / 1152 RPM - 50/60 HERTZ
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